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vessels, and other vessels operating at 
the port. The system must be usable 
and effective in all phases of a transfer 
and in all conditions of weather at the 
port; 

(2) A means to indicate the need to 
use the communication system re-
quired by this section, even if the 
means is the communication system 
itself; and 

(3) Equipment that, for each portable 
means of communication used to meet 
the requirements of this section, is: 

(i) Certified under 46 CFR 111.105–11 
to be operated in Group D, Class 1, Di-
vision 1 Atmosphere; and, 

(ii) Permanently marked with the 
certification required in paragraph 
(a)(3)(i) of this section. As an alter-
native to this marking requirement, a 
document certifying that the portable 
radio devices in use are in compliance 
with this section may be kept at the 
deepwater port. 

(b) The communication system of the 
tank ship mooring at an unmanned 
port will be deemed the primary means 
of communicating with support vessels, 
shore side, etc. 

§ 149.145 What are the requirements 
for curbs, gutters, drains, and res-
ervoirs? 

Each pumping platform complex 
must have enough curbs, gutters, 
drains, and reservoirs to collect, in the 
reservoirs, all oil and contaminants 
not authorized for discharge into the 
ocean according to the port’s National 
Pollution Discharge Elimination Sys-
tem permit. 

Subpart C—Lifesaving Equipment 

§ 149.300 What does this subpart do? 
This subpart provides requirements 

for lifesaving equipment on deepwater 
ports. 

MANNED DEEPWATER PORT 
REQUIREMENTS 

§ 149.301 What are the requirements 
for lifesaving equipment? 

(a) Each deepwater port on which at 
least one person occupies an accommo-
dation space for more than 30 consecu-
tive days in any successive 12-month 
period must comply with the require-

ments for lifesaving equipment in this 
subpart. 

(b) Each deepwater port, not under 
paragraph (a) of this section, must 
comply with the requirements for life-
saving equipment for unmanned deep-
water ports in this subpart. 

§ 149.302 What are the requirements 
when lifesaving equipment is re-
paired or replaced? 

When lifesaving equipment is re-
placed, or when the deepwater port un-
dergoes a repair, alteration, or modi-
fication that involves replacing or add-
ing to the lifesaving equipment, the 
new lifesaving equipment must meet 
the requirements of this subpart. 

§ 149.303 What survival craft and res-
cue boats may be used on a manned 
deepwater port? 

(a) Each survival craft on a manned 
deepwater port must be one of the fol-
lowing: 

(1) A lifeboat meeting the require-
ments of § 149.306 of this subpart; or 

(2) A liferaft meeting the require-
ments of § 149.308 of this subpart. 

(b) Each rescue boat on a manned 
deepwater port must be a rescue boat 
meeting the requirements of § 149.314 of 
this subpart. 

§ 149.304 What type and how many 
survival craft and rescue boats 
must a manned deepwater port 
have? 

(a) Except as specified under § 149.305 
of this subpart, each manned deepwater 
port must have at least the type and 
number of survival craft and the num-
ber of rescue boats indicated for the 
deepwater port in paragraphs (a)(1) 
through (a)(5) of this section. 

(1) For a deepwater port with 30 or 
fewer persons on board: 

(i) One or more lifeboats with a total 
capacity of 100 percent of the personnel 
on board; 

(ii) One or more liferafts with a total 
capacity of 100 percent of the personnel 
on board; and 

(iii) One rescue boat, except that the 
rescue boat is not required for deep-
water ports with eight or fewer persons 
on board. 

(2) For a deepwater port with 31 or 
more persons on board: 
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(i) At least two lifeboats with a total 
capacity of 100 percent of the personnel 
on board; 

(ii) One or more liferafts with a total 
capacity so that, if the survival craft 
at any one location are rendered unus-
able, there will be craft remaining with 
a total capacity of 100 percent of the 
personnel on board; and 

(iii) One rescue boat. 
(3) Lifeboats may be substituted for 

liferafts. 
(4) Capacity refers to the total num-

ber of persons on the deepwater port at 
any one time, not including temporary 
personnel. Temporary personnel in-
clude: contract workers, official visi-
tors, and any other persons who are not 
permanent employees. See § 149.305 of 
this subpart for additional survival 
craft requirements when temporary 
personnel are on board. 

(5) The required lifeboats may be 
used as rescue boats if the lifeboats 
also meet the requirements for rescue 
boats in § 149.314 of this subpart. 

(b) Deepwater ports consisting of 
novel structures or a combination of 
fixed and/or floating structures may re-
quire additional survival craft as 
deemed necessary by the Commandant 
(G–P). In these cases, the type and 
number of survival craft must be speci-
fied in the operations manual. 

§ 149.305 What are the survival craft 
requirements for temporary per-
sonnel? 

(a) When temporary personnel are on 
board a manned deepwater port and the 
complement exceeds the capacity of 
the survival craft required under 
§ 149.304 of this subpart, the port must 
have additional liferafts to ensure that 
the total capacity of the survival craft 
is not less than 150 percent of the per-
sonnel on board at any time. 

(b) The liferafts required in para-
graph (a) of this section need not meet 
the launching requirements of para-
graph (b) to § 149.308 of this subpart, but 
must comply with the stowage require-
ments of 46 CFR 108.530(c). 

§ 149.306 What are the requirements 
for lifeboats? 

(a) Lifeboats must be: 

(1) Totally enclosed, fire-protected, 
and approved under approval series 
160.135; and 

(2) If the hull or canopy is of alu-
minum, it must be protected in its 
stowage position by a water spray sys-
tem meeting the requirements of 46 
CFR 34.25. 

(b) Each lifeboat must have at least 
the provisions and survival equipment 
required by 46 CFR 108.575(b). 

(c) Except for boathooks, the equip-
ment under paragraph (b) of this sec-
tion must be securely stowed in the 
lifeboat. 

(d) Each lifeboat must have a list of 
the equipment it is required to carry 
under paragraph (c) of this section. The 
list must be posted in the lifeboat. 

(e) The manufacturer’s instructions 
for maintenance and repair of the life-
boat, required under § 150.502(a) of this 
chapter, must be in the lifeboat or on 
the deepwater port. 

§ 149.307 What are the requirements 
for free-fall lifeboats? 

All free-fall lifeboats must be ap-
proved under approval series 160.135. 

§ 149.308 What are the requirements 
for liferafts? 

(a) Each liferaft must be an inflat-
able liferaft approved under approval 
series 160.151, or a rigid liferaft ap-
proved under approval series 160.118. 

(b) Except as under § 149.305(b) of this 
subpart, each inflatable or rigid life-
raft, boarded from a deck that is more 
than 4.5 meters (14.75 feet) above the 
water, must be davit-launched or 
served by a marine evacuation system 
complying with § 149.309 to this sub-
part. 

§ 149.309 What are the requirements 
for marine evacuation systems? 

All marine evacuation systems must 
be approved under approval series 
160.175 and comply with the launching 
arrangement requirements for mobile 
offshore drilling units in 46 CFR 
108.545. 
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